
 
 

 

 
 

 

 

 
 
 
FEATURES: 

• Can be easily applied by a Schutz style spray gun (BUPASS), brush, or roller.  
 

• Excellent adhesion to properly prepared automotive paint, bare metal, wood, fiberglass, concrete 
and most plastics.  

 
• Remains permanently flexible.  

 
• Seals surfaces against moisture and corrosion.  

 
• Greatly increases resale value of vehicles.  

 
• Easy mixing: 1. Pour Part B (Catalyst) into Part A (Resin) can. Screw cap back on. 2. Shake 

vigorously for 2 minutes. 3. Attach Schutz Gun and ‘Shoot’ onto your surface you want to protect.  
 

• Superior Semi-Gloss finish.  
 

• Can vary film build for different applications.  
 

• Can vary texture to achieve different finishes.  
 

SURFACE PREPARATION: 
1. Surface to be coated must be cleaned with a good quality wax and grease remover.  

 
2. Loose paint / rust should be removed and affected areas primed.  

 
3. Sand area with 120 grit sandpaper or a Dominion Sure Seal Nylon Cup Brush (TNBC) with a DA 

sander or buffer at 2000 RPM. The surface should be sanded thoroughly to ensure adhesion. 
Blow off and re-clean. Surface should be clean and dust free.  

 
4. Mask all areas surrounding application area. Additional masking may be required depending on 

experience.  

Stock Product Colour Size 

BSSBL / 1216 
Shake & Shoot Multi-Purpose 
Truck Bed Liner (2 part kit) 

Black 4L / 1.06 U.S. gal 
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DESCRIPTION: 
Shake & Shoot is a multi-purpose coating that can be sprayed using a Dominion Sure Seal 

Schutz Gun (BUPASS) or if preferred you can brush or roll the coating onto virtually any surface 

to provide a tough, durable urethane protective coating. This spectacular product is a fast 

drying protective coating that provides excellent UV protection.  
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APPLICATON:  

Note: Mix only one Schutz can of Shake and Shoot at a time. 
1. Pour sufficient Part B (Catalyst) into the Part A (Resin) can until the level reaches the fill line on 

the Part A can. This should be 250 ml (8.5 fl oz. U.S.) of Part B. Do not overfill. Do not fill the 
cone part at the top of the Part A can. Screw cap back onto Part A can. You must leave room in 
the Part A can to allow the product to be mixed by shaking the can.  

 
2. Shake the catalyzed Part A can vigorously for at least 2 minutes or until the contents are uniform.  

 
3. Remove cap and attach Dominion Sure Seal’s Schutz Gun (BUPASS) onto Part A can. *Set air 

pressure at the Schutz Gun between 55 - 65 psi. Spray onto the surface to be coated. Apply in an 
even sweeping motion. Spray one coat to get coverage. If a light dust coat is needed to even 
texture apply once first spray coat is finished. If a second coat is wanted allow the first coat to 
flash a minimum of 30 to 45 minutes prior to applying a second coat.  

 
If Brushing or Rolling: 
After shaking catalyzed part A can, pour contents onto the surface to be coated. 
 

1. Brush - Brush in even strokes until sufficient coverage is attained. Allow the product to *flash 
between coats. Brush may be cleaned or rinsed with lacquer thinner.  

 
2. Roller - using a 1/4 to 3/8 inch piles, solvent resistant roller, apply even coats until desired finish 

is achieved. Allow the product to flash between coats*.  
 
TECHNICAL PROPERTIES:  

*Times stated are at 72° F (22° C). Warmer temperatures will shorten pot life. 
Tested for chip resistance  following SAE J400 test method for chipping resistance of coatings, and has 
met all specs with no penetrations to bare metal. Shake & Shoot Bed Liner and Industrial Coating has 
also been listed as a recommended replacement underbody coating material in Chrysler Collision Bulletin 
31-008-12 (Oct 24, 2012). 

Tack Free: 1-1/2 Hours* 
Pot Life: 45-60 Minutes of a mixed quart* 
Light Duty: 2 Days* 
Regular Duty:  5-7 Days* 
Application Temperature: 72° F (22° C) 
VOC Content: 1.68 lbs / gal 
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COVERAGE: 
• Practical Coverage: 120 to 140 sq. ft. per 4L kit @ 10 mils wet film thickness.  
 
• One kit will cover a full size short bed truck box at 10 mils wet film thickness. If a thicker coat is sprayed 

or applied in multiple coats additional material may be needed.  
 
IMPORTANT INFORMATION:  
An additional coat may be applied after allowing to flash. Flash time depends on thickness, temperature, 
and humidity. Average time is 30-45 minutes at 72°F (22°C). If a second coat is going to be applied you 
must apply the second coat after the 30-45 minute flash but before allowing the product to sit for more 
than 2 hours at 72°F (22°C) (Maximum recoat window). Hotter temperatures shorten flash times and 
maximum recoat window. Best results: If not sure about flash time or recoat window allow to dry, scuff-
sand and apply second coat.  
 
Do not apply in extremely thick coats. Recommended thickness per coat is 10-12 mils. If excessive film is 
applied without flash times in between coats, cracking may occur. If applying more than two coats allow to 
dry overnight and scuff sand prior to applying a third coat.  
 
CLEANING: 
Clean tools immediately after use with lacquer thinner. Cured product can only be removed mechanically.  
 
PERSONAL PROTECTION: 
Keep out of reach of children. All users should review the Safety Data Sheet (SDS) prior to use for 
possible health hazards. Copies of the SDS sheet are available upon request. 
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